
 

 

BookletChart
 

 A reduced scale NOAA nautical chart for small 
boaters.  When possible, use the full size NOAA 

chart for navigation. 
 

� Complete, reduced scale nautical chart 
� Print at home for free 
� Convenient size 
� Up to date with all Notices to Mariners 
� United States Coast Pilot excerpts 
� Compiled by NOAA, the nation’s 

chartmaker. 
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What are Nautical Charts? 

harts are a fundamental tool of marine navigation.  They 
pths, obstructions, buoys, other aids to navigation, and 
he information is shown in a way that promotes safe and 
ation.  Chart carriage is mandatory on the commercial 
 America’s commerce.  They are also used on every Navy 
ard ship, fishing and passenger vessels, and are widely 
eational boaters. 

What is a BookletChart™? 

kletChart is made to help recreational boaters locate 
 the water.  It has been reduced in scale for convenience, 
ontains all the information of the full-scale nautical chart.  
 have also been reduced, and are accurate when used to 
ces in this BookletChart.  Whenever possible, use the 
ale NOAA nautical chart for navigation.  Nautical chart 
 listed at:  http://www.NauticalCharts.noaa.gov. 

s and bar scales in this BookletChart have been reduced to 
l scale, and are printed at the new scale of 1:53,333. 

letChart does NOT fulfill chart carriage requirements for 
mercial vessels under Titles 33 and 44 of the Code of 
tions. 

Notice to Mariners Correction Status 

kletChart has been updated for chart corrections published 
Coast Guard Local Notice to Mariners, the National 
elligence Agency (formerly NIMA) Weekly Notice to 
 where applicable, the Canadian Coast Guard Notice to 
ditional chart corrections have been made by NOAA in 
ir publication in a Notice to Mariners.  The last Notices to 
ed were:  

ocal Notice to Mariners:  28/05 July 12, 2005 
otice to Mariners:  29/05 july 16, 2005 

t Guard Notice to Mariners:  Not Applicable 
 
[Coast Pilot 3, Chapter 11 excerpts] 
(1) This chapter describes the western shore 
of Chesapeake Bay from Old Point Comfort 
to the Potomac River including its principal 
tributaries Back, Poquoson, York, Piankatank, 
Rappahannock, and Great Wicomico Rivers, 
and Mobjack Bay. Also discussed are the 
ports of Yorktown, Fredericksburg, West 
Point, Tappahannock, Kilmarnock, and 
Reedville, as well as several of the smaller 
ports and landings on these waterways.  
(24) York River formed by the junction of 

 Pamunkey Rivers 29 miles above the mouth, is 15 miles 
ld Point Comfort and 26 miles by the main channel fro
raffic on York River consists chiefly of pulpwood, 
ucts, military supplies, and shellfish. Drafts of vessels 

using the river are mostly 18 feet or less, but deep-draft vessels navigate 
the lower reaches. 
(59) West Point, at the junction of Mattaponi and Pamunkey Rivers 29 
miles above the mouth of York River, has waterborne commerce in 
pulpwood, paper products, and petroleum. The town is the terminus of a 
Southern Railway branch line. The pulp, paper, and paperboard wharves 
just above the Eltham Bridge have reported depths of 16 feet alongside. 
(62) Mattaponi River, which empties into York River eastward of West 
Point (37°31.7'N., 76°47.7'W.), is one of two tributaries that combine to 
form York River. Traffic on Mattaponi River consists chiefly of 
pulpwood. Drafts of vessels using the river above West Point usually do 
not exceed 10 feet. 
(63) Controlling depths in Mattaponi River are as follows: 12 feet to 
Courthouse Landing Landing, 13 miles above the mouth; thence 9 feet 
for 10 miles to Locust Grove; and thence 2 feet to Aylett, 32 miles 
above the mouth. 
(64) The channel in Mattaponi River is unmarked and is difficult to 
navigate without local knowledge. The mean range of tide is 2.8 feet at 
West Point and 3.9 feet at Walkerton. Freshets occur at irregular 
intervals, being more severe in March and April, and have reached a 
height of 17 feet above low water at Aylett, though this is exceptional; 
the freshet rise is negligible at and below West Point. 
(65) The Lord Delaware Bridge over Mattaponi River at West Point has a 
swing span with a clearance of 12 feet; the eastern opening is used as 
there are no fenders on the western opening. Overhead power cables 
about 1.8 and 13 miles above the mouth have clearances of 62 feet and 90 
feet, respectively. 
(66) The Walkerton highway bridge, 24.5 miles above the mouth of 
Mattaponi River, has a fixed span with a clearance of 20 feet. Two fixed 
bridges cross the river at Aylett, 32 miles above the mouth; minimum 
clearance is 20 feet. The minimum clearance of the overhead power 
cables between the bridges at Walkerton and Aylett is 42 feet. 
(67) Pamunkey River, the westerly of the two tributaries that form York 
River, has many landings along its banks. Traffic on the river consists 
chiefly of pulpwood; there is a grain elevator platform at Port 
Richmond, 2 miles above the mouth. Vessels with drafts up to 12 feet 
navigate the river to Port Richmond. 
(68) Controlling depths in Pamunkey River are about 12 feet from the 
mouth to Cumberland Landing, 20 miles above the mouth, thence 8 feet 
to White House, 28 miles above the mouth, and 4 feet to the Newcastle 
Bridges 46 miles above the mouth. The mean range of tide is 2.7 feet at 
Sweet Hall Landing, 15 miles above the mouth, and 3.3 feet at 
Northbury, 35 miles above the mouth. Freshets occur at irregular 
intervals, being more severe in March and April. 
(69) Pamunkey River is easy to navigate as far as Brickhouse Landing, 
16 miles above the mouth; farther up, navigation is difficult without local 
knowledge. Freshwater is available at some of the landings, and the river 
water is fresh above Cumberland Landing. Several narrow cutoffs have 
depths enough for small boats, but their use requires local knowledge. 
Above Retreat, 36 miles above the mouth, the river is covered with 
floating debris and snags. 
(70) The Eltham Bridge over Pamunkey River at West Point has a swing 
span with a clearance of 10 feet; the southwest opening is preferred, as 
there are no fenders along the northeast opening. The bridgetender 
monitors VHF-FM channel 13; call sign KQ-7168. Power cables crossing 
the river about 2 and 14.6 miles above the mouth have clearances of 60 
and 90 feet, respectively. The railroad bridge at White House has a swing 
span with a clearance of 4 feet; the easterly opening is used. 

 
Boating Under the Influence (BUI) 

 

Operating a vessel while intoxicated became a specific federal offense 
effective January 13, 1988.  The final rule set standards for determining 
when an individual is intoxicated. If the blood alcohol content (BAC) is 
.08% (.10% in some states) or higher for operators of recreational vessels 
being used only for pleasure, violators are subject to a civil penalty not to 
exceed $5,000 or criminal penalty not to exceed $100,000, one year 
imprisonment or both. 
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VHF Marine Radio channels for use on the waterways: 
Channel 6 – Intership safety communications. 
Channel 9 – Communications between boats and 
ship-to-coast. 
Channel 13 – Navigation purposes at bridges, locks, 
harbors. 
Channel 16 – Emergency, distress and safety calls 
to Coast Guard and others, and to initiate calls to other 
vessels.  Contact the other vessel, agree to another 
channel, and then switch. 
Channel 22 – Calls between the Coast Guard and the 
public.  Severe weather warnings, hazards to 
navigation and safety warnings are broadcast here. 
Channels 68, 69, 71, 72 & 78 – Recreational boat 
channels. 

 

Distress Call Procedures 
1. Make sure radio is on. 
2. Select Channel 16. 
3. Press/Hold the transmit button. 
4. Clearly say: “MAYDAY, MAYDAY, MAYDAY.” 
5. Also give:  Vessel Name and/or Description; Position 

and/or Location; Nature of Emergency; Number of 
People on Board. 

6. Release transmit button. 
7. Wait for 10 seconds – If no response Repeat 

MAYDAY Call. 
HAVE ALL PERSONS PUT ON LIFE JACKETS !! 

 

Mobile Phones – Call 911 for water rescue. 
 Coast Guard Search & Rescue – 800-418-7314/410-
576-2525 

Coast Guard Milford Haven – 804-725-2125/3732 
Coast Guard Cape Charles – 757-331-2000 
Virginia Marine Police – 800-541-4646 

 

NOAA Weather Radio – 162.400 MHz, 162.425 MHz, 
162.450 MHz, 162.475 MHz, 162.500 MHz, 162.525 MHz, 
162.550 MHz. 
 
Getting and Giving Help – Signal other boaters using visual 
distress signals (flares, orange flag, lights, arm signals); 
whistles; horns; and on your VHF radio.  You are required by 
law to help boaters in trouble.  Respond to distress signals, but 
do not endanger yourself. 
 

EMERGENCY INFORMATION 

 

 

NOAA CHARTING PUBLICATIONS 

 
NOAA, the Natio
Official NOAA Nautical Charts – NOAA surveys and charts the 
national and territorial waters of the U.S, including the Great Lakes,  
producing over 1,000 traditional nautical charts covering 3.4 million 
square nautical miles.  Carriage of official NOAA charts is mandatory on 
the commercial ships that carry our commerce.  They are used on every 
Navy and Coast Guard ship, fishing and passenger vessels, and are 
widely carried by recreational boaters.  NOAA charts are available from 
official chart agents listed at: www.NauticalCharts.NOAA.gov. 
 

Official Electronic Navigational Charts® (ENCs) – ENCs are 
digital files of each chart’s features and their attributes for use in 
computer-based navigation systems.  ENCs comply with standards of the 
International Hydrographic Organization.  ENCs and their updates are 
available for free from NOAA at: www.NauticalCharts.NOAA.gov. 
 

Official Raster Navigational Charts (RNCs) – RNCs are 
georeferenced digital pictures of NOAA’s charts that are suitable for use 
in computer-based navigation systems.  RNCs comply with standards of 
the International Hydrographic Organization.  RNCs and their updates 
are available for free from NOAA at: www.NauticalCharts.NOAA.gov. 
 

Official BookletCharts™ - BookletCharts™ are reduced scale 
NOAA charts printed in page-sized pieces.  The “home edition” can be 
downloaded from NOAA for free and printed.  The “professional 
edition”, containing additional boating, safety, and educational edition is 
available for NOAA chart agents or over the Internet. 
 

Official PocketCharts™ – PocketCharts™ are for beginning 
recreational boaters to use for planning and locating, but not for real 
navigation.  Measuring a convenient 13”  by 19”, they have a 1/3 scale 
chart on one side, and safety, boating, and educational information on the
reverse.  They can be purchased at retail outlets and on the Internet. 
 

Official U.S. Coast Pilot® – The Coast Pilots are 9 text volumes 
containing information important to navigators such as channel 
descriptions, port facilities, anchorages, bridge and cable clearances, 
currents, prominent features, weather, dangers, and Federal Regulations.  
They supplement the charts and are available from official NOAA chart 
agents or downloaded for free at: www.NauticalCharts.NOAA.gov.  
 

Official Print-on-Demand Nautical Charts – These full-scale 
NOAA charts are updated each week by NOAA for all Notice to Mariner
corrections.  They have additional information added in the margin to 
supplement the chart.  Print on Demand charts meet all federal chart 
carriage regulations for charts and updating.  Produced under a 
public/private partnership between NOAA and OceanGrafix, LLC, 
suppliers of these premium charts are listed at www.OceanGrafix.com.  
 

Official Chart No. 1, Nautical Chart Symbols – This reference 
publication depicts basic chart elements and explains nautical chart 
symbols and abbreviations.  Download it for free at: 
www.NauticalCharts.NOAA.gov.  
 

Coast Survey Navigation Managers – These ambassadors to the 
maritime community maintain a regional presence for NOAA and help 
identify the challenges facing marine transportation and boating.  They 
are listed at http://nauticalcharts.noaa.gov/nsd/reps.htm.  
 

Internet sites:   www.NauticalCharts.NOAA.gov, www.NOAA.gov, 
www.TidesandCurrents.NOAA.gov, www.NOS.NOAA.gov.  
n’s Chartmaker 


